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                                                         XITANIUM 
                                                                                     LED  ELECTRONIC DRIVERS 

 

Damp Yes Yes

Certifications

Yes

comp
UL

parts
CSA UL

(W)
Voltage Temp.

140 0.13 15.0 1.00 17
(F) (A)

Current Power

(W) (A)
Max. Max.

Output Env.      

Rating
Current Power

Max. Max.

Max. Input Input Output

LED-120A-0012V-10F 12 -40

Catalog Number

Min.

(V) (F)

Output Ambient

LED-120A-0012V-21F 12 -40 140 0.18 21.5 2.10 25.2 Dry Yes Yes Yes
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LED-120A-0012V-50F 12 -40 140 60.0 Dry, Damp
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Specifications: 
 
Type: Electronic  
Voltage Input: 120V AC 60Hz 
Voltage Output: 12V DC  
Wattage: 25W 
 
Dimmable: Secondary Side 
 
Listings: UL 
 

Fig. B     LED-120A-0012V-21F 

Fig. C     LED-120A-0012V-50F 

Specifications: 
 
Type: Electronic  
Voltage Input: 120V AC 
60Hz 
Voltage Output: 12V DC  
Wattage: 25W 
 
Dimmable: Secondary Side 
 
Listings: UL 
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